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Aquatran Power SuppliesAquatran Power Supplies

Aquatran AQEAquatran AQE

Aquatran AQDAquatran AQD

The Aquatran AQE is the enclosed version of the AQO. IP66 rated and provided without � ex lead or plug, it�s suited to 
installations where existing hard-wired connections may be in place, or where the installer prefers a hard wired option. 
The AQE must be installed by a quali� ed person accordingly to local regulations.

The Aquatran AQD is a new range of constant voltage  LED driver, IP67 rated and ready to power dedicated LED projects. 
Epoxy encapsulated SMPS and a dedicated Aqualux QuickConnect output lead make this one of the easiest LED power so-
lutions on the market today. Get up and running with an Aquatran AQD and any of our compatible QuickConnect products.

� Tough Polycarbonate Enclosure

� Resettable thermal cutout

� High Quality, Ef� cient Toroidal Power Transformer

� Pre-molded gland cutouts

� IP66 Rated for various outdoor locations

� Lexan UV Stablised Housing

� IP67 Epoxy Encapsulated

� 24VDC Constant Voltage

� 20W

� Dedicated QuickConnect output lead

� 1.2M Flex Lead & plug

� Many more models to come  170 
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Model Input Output VA
AQE12-100 240VAC / 50Hz 12 VAC 100

AQE12-200 240VAC / 50Hz 12 VAC 200

AQE12-300 240VAC / 50Hz 12 VAC 300

AQE24-100 240VAC / 50Hz 12 VAC 100

AQE24-200 240VAC / 50Hz 12 VAC 200

AQE24-300 240VAC / 50Hz 12 VAC 300
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